

PULLMAN 


COMMERCIAL-INDUSTRIAL VACUUM CLEANERS 

INSTRUCTIONS 

TO ASSEMBLE: 


4 casters separately wrapped Plug into caster mounts 
at bottom of steel container. 

TO CONFECT HOSE: 


THE BALL-BEARING HOSE ADAPTOR IS SO DESIGNED THAT IT 
ATTACHES TO AIR-INTAKE OR EXHAUST ORIFICE BY A SLIGHT 
PUSH FIT. JUST PUSH ON AND BALL BEARINGS LOCK ADAPTOR 
TO CONTAINER AND GIVE UNIVERSAL SWIVEL. TO REMOVE HOSE, 
SLIDE BACK LARGE END OF ADAPTOR. BALL BEARINGS RELEASE 
IMMEDIATELY AND HOSE IS RELEASED. (Pat. Pend.) 

AUTOMOTIVE: 


27 " flat steel crevice tool ideal for vacuuming around 
floors break pedals and behind cushions Also, when 
blowing debris from cars and trunks of cars, use this 
tool. For upholstery, the 5" upholstery tool is used. 
Note: This is both a vacuum cleaner and blower unit. 

For upholstery shampoo, vacuum off suds dirt and water 
Empty container dally and wipe dry. 

FURNACE CLEANING: 


Ideal and compact for home installation vacu\im cleaning 
and boiler tube blowing. Also, ideal for blowing out 
vent in oil tank- Blow air into tank intake, this will 
blow out vent. Check that vent is clear of mechanical 
trouble. 


OPERATION: 

FLOOR CLEANING : 

Double curved cleaning wand fits into free end of hose. 
Various floor tools fit into end of wand by loosening 
knurled nut and inserting Tighten nut eind you have 
lock-swivel joint. By a turn of the wrist, you can 
direct floor tool under furniture. Suction is con¬ 
trolled by raising and lowering position of wand. 

HIGHUP CLEANING : 

Special extensions and brush tools available. Extensions 
come in either one or two 6 foot lengths. Extensions 
fit into hose like cleaning wand above. Tool can be 
positioned for wall, ceiling or pipe cleaning. 

MANUFACTURED AND GUARANTEED BY 
PULLMAN VACUUM CLEANER CORP.. BOSTON 19. MASS. 


























































WET PICKOP: 




ALUMINUM WET PICKUP ADAPTOR IS INSERTED IN PLACE OF AIR 
FILTER ASSEMBLY. NOTE: POSITION VALVE STEM AT DOT 
BEHIND BAFFLE AT INTAKE. AS WATER RISES IN CONTAINER, 
COPPER FLOAT ACTIVATES JUMP VALVE. When water level is 
reached, valve will jump closed shutting off suction. 

This will cause motor to race. IMPORTANT! Turn motor 
off, and empty water. Keep valve assembly clean to 
assure best use. Do not allow water to remain in con¬ 
tainer overnight. Keep inside of container clean and 
dry when not in use. Use rubber squeeges on hard floors; 
standard floor tool that comes with unit is ideal for rugs. 
If" excessive suds is encountered, empty container more 
frequently. Suds will not activate float-valve. 

MAINTENANCE : 

Motor is 110 Volts, A.C. or D.C. (Universal), 0-60 cycles, 
ball bearing life lubricated, no oiling required, air 
cooled. Multi-stage turbine fans operate by direct drive. 
To empty machine, remove motor head and filter or wet 
pickup adaptor. Pour or dump accumulated residue. Kee" 
filter and inside of container clean for best results. 

Tap or brush dirt and dust from air-filter cloth when 
emptying. 


BLOWER APPLICATION : 

Insert hose into air exhaust on motor head. A volume 
of dry air will be at your finger tips. 

SPECIAL APPLICATIONS: 

A multitude of special cleaning tools are available at 
slight additional cost. Curry combs and brushes for 
horses, cows, and other domestic animals; Silencer- 
Germaster for almost-silent operation and for permeating 
air with glycol, disinfectant or aroma. Many other tools 
available. See your dealer. 

WARRANTY : 

For one year sigainst electrical and mechanical failures 
due to faulty material or poor workmanship. 





























































